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PATLITE (EUROPE)

PATLITE (U.S.A.)

PATLITE (CHINA)

PATLITE (KOREA)

PATLITE (SINGAPORE)

PATLITE (INDONESIA)
FACTORY

Head Office
Production Factories
Offices
Sales Subsidiaries

TATSUNO FACTORY
PATLITE HEAD OFFICE
SANDA FACTORY
PATLITE (TAIWAN)
PATLITE (THAILAND)
Siam Orient Electric (THAILAND)

2010

2000

PATLITE (CHINA) Corporation was established.  2005Listed on the first section of the Tokyo Stock Exchange and the first Section of the Osaka Securities Exchange.

PATLITE (EUROPE) GmbH was established.  2009

PATLITE KOREA CO., LTD. was established.  2011

PATLITE CORPORATION became a wholly owned subsidiary of Inaba Denki Sangyo CO., LTD.  2013

History of PATLITE PATLITE Gloval Network

The company name was changed to the PATLITE Corporation.  1994 

The boomerang-type warning light was developed and released.  1996

PATLITE (SINGAPORE) PTE LTD was established.  1998

PT. PATLITE INDONESIA Factory was established and started production.  1999

Listed in the Osaka Securites Exchange second section.  2000

Listed in the Tokyo Stock Exchange second section.  2001

The multi-color LED display board was developed and released.  2003

An earthquate early warning display terminal was developed and sold.  2007

A presentation of future management reform was abolished.  2008

“LR Series”

“LA6 Series”

The first stage of construction for the Sanda factory was finished 
at the Techno-park in Sanda City, Hyogo Japan.

The electronic siren amplifier for emergency vehicles was developed and released.
The micro-motor  BTO was stopped in order to strengthen our own production.  1985

PATLITE (U.S.A.) Corporation was established.  1989

The LED display board was developed and released.  1990
1990

1980

1970

The light-bar warning light for patrol cars was 
developed and sold.  1977

The tiered signal tower was developed and sold.  1982

The voice synthesizer was developed and sold in the audio warning market.  1984

The first revolving warning light SK-12 was developed and released.  1965

Sasaki Electric Corporation was established.  1963

 1955 The first DC micro-motor for audio equipment was developed.

 1947 The Sasadenki Research Center in Abeno-ku Osaka was opened.

1960

1950

1940

The multi-color LED signal tower “LA6 Series” was developed and released. PATLITE TAIWAN CO., LTD. was established.  2014

Next Evolution LED signal tower “LR Series” was developed and released. PATLITE (THAILAND) CO., LTD. was established.  2016

KASUGA Electric was merged with the PATLITE CORPORATION.  2017

Signal Tower

Voltage: 24V DC, 100-240V AC
Buzzer: 11 Sounds
Body Color: Off-white / Silver
Mounting / Wiring: 4 types

Screwless Terminal (TN)
Pole with / L-bracket/Cable (LJ) 
Direct / Cable (WJ)
Stationary (SN)

Voltage: 12V DC, 24V DC, 100-240V AC
Buzzer: 4 Sounds
Body Color

LR4: Off-white / Silver
LR5: Off-white / Silver / Black
LR6: Off-white / Silver
LR7: Off-white / Silver / Black

Mounting / Wiring: 6 types
Direct / Cable (WJ)
Pole with L-bracket / Cable (LJ) 
Pole with Circular Bracket / Cable (PJ)
Pole with Folding Bracket / Cable (QJ)
Direct / Terminal (WT)
Direct / M12 Connector (WC)

24V DC     3 Tier Type
LA6-3D Series

Flashing/Buzzer
Silver

Lighting
O�-white

24V DC     5 Tier Type
LA6-5D Series

Flashing/Buzzer Flashing/Buzzer
O�-white

Steel Pole
Type (LJ)

Direct Mount
Type (WJ)

Lighting

Silver

100V - 240V AC Type
LA6-5AWJWB

(Not UL Compliant)

PoE / 24V DC
LA6-5DTNWB-POE / LA6-5DSNWB-POE

PoE : Power over Ethernet

O�-white
Flashing/Buzzer

O�-white
Flashing/Buzzer

O�-white

2 year
Warranty

LA6

Modular LED Signal Tower

Manual Control
Signal Tower

LR Series

HSST

USB Control
Signal Tower

LR6-USB

Φ60mm LED
21 Color

85dB
(at 1m)

85dB
(at 1m)

85dB
(at 1m)

88dB
(at 1m)

90dB
(at 1m)

LED

LR4
Φ40mm

LR5
Φ50mm

LR6
Φ60mm

LR7
Φ70mm

IP65

IP54
(Buzzer)IP65

Wireless Data Acquisition System WD Series and LR Series
The WD Series is a system for retrieving data from PATLITE Signal Towers remotely and 
in real-time.  The WD system can be used for a variety of applications, such as collecting 
data to identify production bottlenecks.

Wireless
Transmission

LR5/LR6
Signal
Tower

+ =WD Series
WD Series

Transmitter Unit
LR Series and Transmitter Receiver

PC

9 10 11 12 1 2 3 4 5

LAN

INNOVATIVE
MODEL

FEATURED
MODEL

To ensure correct use of  these products, read 

the “Instruction Manual” prior to use.  Failure to 

follow all safeguards can result in fire, electric 

shock, or other accidents.Specifications are 

subject to change without notice.

For the benefit of mankind and the earth, Patlite is 
committed to developing environmentally friendly 
products.
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The names of other companies and products are trademarks or registered trademarks of their respective companies. EN
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USB USB

LR6-USB

80 dB
at 1 m

80 dB
at 1 m

80 dB
at 1 m

ME-A, MP, LCE, LU5, LME, LA6, LU7, LU7-K, LS7, WE, WME

MP-B

MPME-A

M-12
Connector

Open
Collector

80 dB
at 1 m

1
Sound

LED

NPN Open
Collector

LED

LED Signal Towers

LED Work Lights

CLA-EX CLK-EX CLN-EX

ST-PA

Explosion-proof

Network Products & Monitoring Systems

Network Monitor Signal Tower Network Signal Tower USB Signal Tower

ADP-001

Global AC Adaptor

Lean Manufacturing System

4
Sounds

4
Sounds

NH-3FB2

(For NH Series, PHE, NBM, PHC)

Zone 1 / 2 / 21 / 22

VE25

VE100

VE25 / VE100-304SU

Interface Converter

RS-232C

PHE-3FB3

6500K

DAYLIGHT
COLOR (-CD)

LA6-POE

85 dB
at 1 m

11
sounds

5
sounds

LED
21 Color

IP54 IP65

Modbus/
TCP Socket

RSH

88 dB
at 1 mMP3

LAN

HTTP

HTTP

HTTP

HTTP

LAN LAN
10

Sounds

60
Messages

4
Inputs

8
Inputs

1
Output

SNMP
V1 - 2 RSH LAN RSHSNMP

V1 - 2RSH SNMP
V1 - 2

NH-3FV2

4
Sounds

4
Sounds

Modular
Type

USB RS-232C

PHC-D08NNBM-D88NN

LR4 LR5 LR6 LR7
8

Outputs

8
Outputs

Φ40mm Φ60mm

Φ40mm Φ60mm

Φ60mm

Φ60mm Φ40mm

Φ25mm Φ30mm Φ70mmΦ60mmΦ50mm

90 dB
at 1 m

88 dB
at 1 m

4
Sounds

4
Sounds

85 dB
at 1 m

85 dB
at 1 m

Open
Collector

LED

Modular
Type

LED

Modular
Type

LED

Modular
Type

LED

Φ40mm

IP42 IP65

IP65

IP65

Open
Collector

IP65

Open
Collector

IP65

Open
Collector

IP65

IP55

IP66G IP67G
IP66 IP65

IP54

IP54
IP53

IP66

IP55

IP66

IP23

IP67

Φ60mm

Open
Collector

IP54
(Buzzer)

IP65

Φ70mm
W90mm
D37.5mm

W70mm
D80mm

IP54
(Buzzer)

IP65 IP65 IP54

LR Series Modular Components

Body Units LED UnitsBuzzer Units

SNMP
V1 - 2

LED
7 Color

LED
21 Color

O�-white

O�-white / SilverO�-white / SilverO�-white / Silver

O�-whiteO�-whiteO�-whiteO�-white

O�-white / Silver / Dark GrayO�-white / Silver / BlackO�-white / Silver / Black
O�-whiteBlack

Ivory White / Silver O�-white

Ivory White
Dark Gray

Dark GraySilver

PoE : Power over Ethernet

110 dB
at 1 m

NPN Open
Collector

32
Sounds

63
Sounds

MP3
MP3

87 dB
at 1 m

NPN Open
Collector

PNP Open
Collector

63 second
Playback

520 second
Playback

BSV BSV-L

220 second
Playback

EHV

MP3 95 dB
at 1 m

NPN Open
Collector

63 second
Playback

BKV 63 second
Playback

LKEH-FV

EHS

EHV

BSV/BSV-L EHS/EHV

BK/BKV

PNP Open
Collector

105 dB
at 1 m

32
Sounds

NPN Open
Collector

MP3 LED

※ UL type : Build to order

LKEH

(12/24V DC:CE Compliant)

SD Card
(2 GB)

SDV-2GP

(24V DC:CE Compliant)

Options

11
Sounds

85 dB
at 1 m

LA6

2
Sounds

Open
Collector

85 dB
at 1 m

LED

LS7 WME-D

2
Sounds

Open
Collector

90 dB
at 1 m

LED

2
Sounds

Open
Collector

90 dB
at 1 m

LED

WE

INNOVATIVE
MODEL

UNIQUE DESIGN
MODELS

FEATURED MODEL LR Series

Smooth & Stylish Wall mount Wall mount

Audible ProductsWarning Lights

RLR

RHE/RHEB

LFH

LED

PFH-BT

NE-CL7

SZ-200A

LED

LED

(LFH-48 not CE Compliant)

(12/24VDC:CE Compliant)

7 Colors in One Unit

(IP55 with optional SZ-200A)

ECE R10
(12V, 24V)LED

Buzzer

LED

RHEB

YELLOW

GREEN BLUE

PURPLELIGHT BLUE

RED

WHITE

Also available for 
Explosion-safe 
applications (Model No. 
EHS-EX/EHV-EX)

※

Also available for 
Explosion-safe 
applications
 (Model No. LKEH-EX)

(24V DC / 100-240V AC Available)

Remote Control Unit

VE-IRU

Options

USB
Bus Power

USB
Bus Power

USB
Bus Power

PoE

CWK

CLK

5000K6500K

DAYLIGHT
COLOR (-CD)

NATURAL WHITE
COLOR (-CN)IP66G IP67G IP69K

CLK-SA/SG

5000K5000K6500K

DAYLIGHT
COLOR (-CD)

NATURAL WHITE
COLOR (-CN)IP66G IP67G IP69K

Tilt
Type

CLN

Pan/Tilt
Type

5000K6500K

DAYLIGHT
COLOR (-CD)IP66G IP67G IP69K

CLA

2700K6500K

DAYLIGHT
COLOR (-CD)

NATURAL WHITE
COLOR (-CN)

IP66 IP67 IP69K

CWA

6500K

DAYLIGHT
COLOR (-CD)IP65

5700K

DAYLIGHT
COLOR (-CD)IP20

CWF

AR-070 AR-078


