
KJ/KJB Series Recommended Alternative Model 　※ Please refer to the specifications sheet for the product details.

Series Model Tiers Rated Voltage Buzzer Series Model Tiers Rated Voltage Buzzer Mounting Footprint
Wire Exit Hole

Position
Series Basic Specifications Mounting Footprint Series Basic Specifications Mounting Footprint

KJ-102 1 LR10-102WJ 1 × -

KJ-202 2 LR10-202WJ 2 × -

KJ-302 3 LR10-302WJ 3 × -

KJ-402 4 LR10-402WJ 4 × -

KJ-110 1 LR10-1M2WJ 1 × -

KJ-210 2 LR10-2M2WJ 2 × -

KJ-310 3 LR10-3M2WJ 3 × -

KJ-410 4 LR10-4M2WJ 4 × -

KJ-120 1 LR10-1M2WJ 1 × -

KJ-220 2 LR10-2M2WJ 2 × -

KJ-320 3 LR10-3M2WJ 3 × -

KJ-420 4 LR10-4M2WJ 4 × -

KJB-102 1 LR10-102WJB 1 × -

KJB-202 2 LR10-202WJB 2 × -

KJB-302 3 LR10-302WJB 3 × -

KJB-402 4 LR10-402WJB 4 × -

KJB-110 1 LR10-1M2WJB 1 × -

KJB-210 2 LR10-2M2WJB 2 × -

KJB-310 3 LR10-3M2WJB 3 × -

KJB-410 4 LR10-4M2WJB 4 × -

KJB-120 1 LR10-1M2WJB 1 × -

KJB-220 2 LR10-2M2WJB 2 × -

KJB-320 3 LR10-3M2WJB 3 × -

KJB-420 4 LR10-4M2WJB 4 × -

None

100V AC

Mounting pitch：Φ70

Mounting Screw：3-M5

Wiring-hole：Φ15

Cable cannot be taken out

sideways.

With Buzzer

KJB

Discontinued Models

100V AC

KJ

24V DC

LR10

Size：□116㎜

Light Source：Incandescent

bulb

Light Pattern：

　　：Motorized rotation

Mounting Location：

Indoor/Outdoor

Mounting Direction：Only

Upright

Protection rating：IP23

Vibration Resistance：

19.6m/s2

24V DC

KJB

24V DC
With

Buzzer

Size：□116㎜

Light Source：Incandescent

bulb

Light Pattern：

　　：Motorized rotation

Sound Pressure：85dB

Mounting Location：

Indoor/Outdoor

Mounting Direction：Only

Upright

Protection rating：IP23

Vibration Resistance：

19.6m/s2

LR10

LR10

220V AC

Discontinued Models（Details）

KJ

None

Recommended Alternative Model

With

Buzzer
100-240V AC

Mounting pitch：▢74

Mounting Screw：4-M6

Cable can be taken out

sideways.

Recommended Alternative Model（Details）

Size：Φ100㎜

Light Source：LED

Light Pattern

　　：Continuous / Blinking

　　　/ Triple-Flash

　　　Motorless Rotation

Mounting Location：

Indoor/Outdoor

Mounting Direction：Upright

/ Inverted

Protection rating：IP66 /

IP69K

Vibration Resistance：

45m/s2

Size：Φ100㎜

Light Source：LED

Light Pattern：

　　：Continuous / Blinking

　　　/ Triple-Flash

　　　Motorless Rotation

Sound Pressure：92dB

Mounting Location：

Indoor/Outdoor

Mounting Direction：Upright

/ Inverted

Protection rating：IP66 /

IP69K

Vibration Resistance：

45m/s2

Mounting pitch：▢74

Mounting Screw：4-M6

Cable can be taken out

sideways.

Mounting pitch：Φ70

Mounting Screw：3-M5

Wiring-hole：Φ15

Cable cannot be taken out

sideways.

24V DC

220V AC

With Buzzer

LR10

None

Compatibility

With Buzzer

None

100-240V AC

None

LR10

LR10


