
KJT Series Recommended Alternative Model　※ Please refer to the specifications sheet for the product details.

Series Model Tiers Rated Voltage Alarm Series Model Tiers Rated Voltage Alarm Mounting Footprint
Wire Exit Hole

Position
Series Basic Specifications Mounting Footprint Series Basic Specifications Mounting Footprint Series Wiring Series Wiring

KJT-102 1 LKEH-102F□ 1 × ×

KJT-202 2 LKEH-202F□ 2 × ×

KJT-302 3 LKEH-302F□ 3 × ×

KJT-110 1 LKEH-110F□ 1 × ×

KJT-210 2 LKEH-210F□ 2 × ×

KJT-310 3 LKEH-310F□ 3 × ×

KJT-120 1 LKEH-120F□ 1 × ×

KJT-220 2 LKEH-220F□ 2 × ×

KJT-320 3 LKEH-320F□ 3 × ×
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Recommended Alternative Model（Details）

Mounting pitch：□74

Mounting Screw：4-M6

Wiring-hole：2-Φ11

Mounting pitch：Φ70

Mounting Screw：3-M5

Wiring-hole：2-φ10

Discontinued Models（Details）

Size：Φ100㎜

Light Source：LED

Light Pattern：

　　　Continuous /

Blinking

Sound Pressure：

105dB

Mounting Location：

Indoor/Outdoor

Mounting Direction：

Only Upright

Protection rating：IP53
200V AC

Size：□116

Light Source：

Incandescent bulb

Light Pattern：

　　　Motorized

rotation

Sound Pressure：90dB

Mounting Location：

Indoor/Outdoor

Mounting Direction：

Only Upright

Protection rating：IP23

〇

Compatibility

100V AC

LKEH
24V DC

KJT
24V DC

LKEH

〇 100V AC

Discontinued Models Recommended Alternative Model

KJT

Discontinued Models（Details） Recommended Alternative Model（Details）

KJT LKEH

200V AC

■Mounting Surface 

（unit: mm）


