
KUS Series Recommended Alternative Model　※ Please refer to the specifications sheet for the product details.

Series Model Tiers Rated Voltage Blinking Buzzer Series Model Tiers Rated Voltage Blinking Buzzer Mounting Footprint
Wire Exit Hole

Position
Series Basic Specifications Mounting Footprint Series Basic Specifications Mounting Footprint Series Wiring Series Wiring

KUS-24 - - × 〇

KUS-24C - - × 〇

KUS-24F - - × 〇

KUS-24FC - - × 〇

KUS-100 - - × 〇

KUS-100C - - × 〇

KUS-100F - - × 〇

KUS-100FC - - × 〇

KUS-220 - - × 〇

KUS-220C - - × 〇

KUS-220F - - × 〇

KUS-220FC - - × 〇
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Discontinued Models Recommended Alternative Model Compatibility Discontinued Models（Details） Recommended Alternative Model（Details）

100V AC

KUS

24V AC/DC

220V AC

-

Size：Φ60㎜

Light Source：LED

Light Pattern：

Continuous / Blinking

Sound Pressure：88dB

Mounting Location：

Indoor

Mounting Direction：

Only Upright

Protection rating：IP65

Vibration Resistance：

19.6m/s
2

KUS

Size：□70

Light Source：LED /

Incandescent bulb

Light Pattern：

Continuous / Blinking

Sound Pressure：80dB (

With Buzzer Unit )

Mounting Location：

Indoor

Mounting Direction：

Only Upright

Protection rating：IP54

Vibration Resistance：

44.1m/s2

Mounting pitch：Φ50

Mounting Screw：3-M4

Wiring-hole：Φ12

Mounting pitch：Φ40

Mounting Screw：3-M4

Wiring-hole：Φ12

LR6

Discontinued Models（Details） Recommended Alternative Model（Details）

KUS LR6

LR6-02WJBW

LR6-M2WJNW

LR6-M2WJBW

LR6-M2WJNW

LR6-M2WJBW

-

-

×

〇

×

〇

×

〇

×

〇

×

〇

×

〇

24V DC 100V ~ 240V AC


