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SPECIFICATIONS
[General Specifications]
Model PES-100A PES-200A

Rated Voltage 100V AC ( 50Hz / 60Hz ) 200V AC ( 50Hz / 60Hz )

Operating Voltage Range 90 ~ 110V AC 180 ~ 220V AC
Signal Wire Typ. Red*Amber:55mA  Green*Blue:65mA
Current Max. Red:69mA Amber:63mA Green+Blue:80mA

Rated Power Consumption| ~ Typ. 3.3W 3.2W
Standby Power Consumption 1.4W 1.5W

Inrush Current 1A 0.5A

Flashing Rate

Low: 60 Flashes Per Minute
Middle: 120 Flashes Per Minute
High:180 Flashes Per Minute
(Adjust the flash rate by changing the switch.)

Operating Ambient Temperature

-30°C ~ +60°C

Operating Ambient Humidity

Less than 90% (No condensation)

Mounting Location

Indoors & Outdoors

Mounting Direction

Indoors : Upright ,Inverted & Sideways / Outdoors: Upright

Protection Rating IP23
|Environmental Condition Upright Direct Mounting on Flat Surface only
Vibration Resistance 45 m/s’

Insulation Resistance

More than TMQ at 500VDC between the terminals and the chassis

Withstand Voltage

Applied for Tmin between terminals and chassis without breaking insulation

1000V AC | 1500V AC

Luminous Intensity

Red:3500mcd Amber:2100mcd Green:3700mcd Blue:1600mcd

Mass (Tolerance = 10%)

0.43kg

Outer Dimensions

Refer to the Outer Dimension Drawing

Remarks

*There are no contents of controlled substances exceeding the threshold for
the RoHS Directive.

*Model Number Configuration

PES-OA-0

R:Red
Y : Amber
G:Green
B :Blue

100:100V AC
200:200V AC
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Outer Dimension

Mounting Hole

Cord Exit Hole

o1

/%5

/
C

EERT

Production end

=

3-95

Farth Wire{Green/Yellow Wire) (PES-200A only)
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3-M4 LS Signal Wire(PES-100/200A)
ULT007/AWG22
K (L.3% 6.6 Power Supply W\FE(PES 100A)
O"L VCTFK 0.75mm?
k (¢7) Power Supply W\FE(PES 200A)
Length from Cord Exite/Power ire 00077 | 1T O 75mm’
Wirina Example Signal Wire 900" |
Continuous Wire[Red Wire) | ~
Flashing Wire[Brown Wirel | .
‘ External Contact
Common Wire(Yellow Wire)
Power Supply Wire(White Wire) ] . v Volt
Power Supply Wire(Black Wire) % ower aupply Volfage

External Protection Fusel1A)
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Nameplate

Installation Dimension Drawing

® Open Collector
(NPN Transistor]

Signal Wire |
‘ >—v For Confinuous and Flashing

Yellow Wire
White Wire ]

Black Wire I Power waly  [Notel
Creen/Yellow W‘FQI ema ro’}fomsel 1. Connect the green/yellow wire to
prs-00h ) | 1 Earth for PES-200A.

5 0-ring 1 NBR/Black

4 | LED PCB Assembly 1 Red,Yellow,Green,Blue

3 Reflector 1| ABS/Aluminum Vacuum Evaporation

2 Globe 1 |AS/Red,Yellow,Green,Blue

1 Case 1 ABS/Light Gray
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Outer Dimension Drawing
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