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SPECIFICATIONS

Explosion—proof Revolving Warning Light

Model RES-12A RES-24A RES-48A
Rated voltage 12VDC 24\VDC 48VDC
Operating voltage 95~15VDC 20~30VDC 38~53VvDC
Rated current 0.9A 0.5A 0.3A
Flashing frequency 170 Flashes Per Minute 150 Flashes Per Minute
Direction of rotation Clockwise
_ 12V10W 24V10W | 48V10W
Electric bulb
BA15S/G18

Operating temperature
range

-20 °C ~ +55 °C

Ambient pressure

80~ 110kpa

Humidity

45~85% (Without freezing)

Mounting place

Indoor: Upright, Bottom—up & Sideways
Outdoor: Upright only

Protection Rating

IP65

Vibration

(JIS D 1601-1990 4th grade Type3 / Type B)

441 m/s?

Luminous Intensity 8000cd 5200cd 4800cd
(without Dome Lens)
Spare bulb non
Mass 6.5 kg

Explosion Protection

ExdIB+H2T6 (Flameproof enclosure)

Hazardous Areas

Zonel, Zone?2

Applicable standards

TIIS Standard (JAPAN)

Certificate Number

TC16849

Connection

Lead—in port:
Wire size:

G3/4 (Cable grand: OPTION)
0.75~2.0mm2 (AWG18~AWG14)

No. RES-12A-W18B-1_2

% This model passed qualification test for explosion—proof structure of electric machinery and apparatuses.
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: ~ Lead-in port Ground qa - - ﬁ%
5 (Intfernal thread profile: G3/4 | 130
& for connecting explosion-proof fiffing | ‘
or conduit pipe) | |
Mounting diagram(1/2)
A (T Table 1
| o \ [ | | ~ ~
@/ ® ® 80! n Wire diameter B2~ BT LB 12
y 7 Explosion-proof cable |Order No. Order No
¢ PATLITE QF gland (Option] A28220002 |A28220003
7 | _ Lead-in port Lead-in port
| |- 3 G3/4 G3/4
— | e ‘ Inside screw Inside screw
Q | 5 i e View A G3/4 G1/2
L— I/ Y
@/ Terminal box _ 9 |Explosion-proof cable gland 1 See table 1 Option
= 8 Nameplate |
0130 T |Hex sockef head cap screw 5 SUS304. M5X12
150 0 6 Uamp | SUSBOQ ‘
5 [Terminal box cover 1 | ADC12, Silver coafing
‘ L, Bady 1 | ADC12, Silver coating
Front view 3 Frame 1 | ADCT2, Silver coafing
2 Dome 1 Hard clear glass
o I Guard 1T ISWRM3, 5 Silver coafing
< Wiring> - | S = BEZ BEI-F  |mEB| MH & & & 0B | 2
- Inside terminal box, connect white wire with plus line and black wire with minus line. No. Part Name Part No. Qty| Material & Size & Finish | Remarks

- Choose either way as follows for wiring.
1. Using explosion-proof fitting (explosion-proof cable gland)
2. Using conduit pipe
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Outer Dimension Drawing
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