
Flashing Rate 170 Flashes Per Minute

RH(B)-24AUL RH(B)-120AUL RH(B)-240AUL
240VAC (50/60Hz)120VAC (50/60Hz)24VDC

20～30VDC 110～130VAC 220～260VAC

Outer Dimensions
Remarks UL Listed (File No.215660)

Refer to the Outer Dimension Drawing

Buzzer

Indoors

Operating Ambient Temperature

30mA

Mass (Tolerance ±10%)

Insulation Resistance

IP55  (IEC 60529)
Upright ,Inverted and Sideways

0.5A

(Only RHB type)

None

Operating Voltage
Rated Voltage

Sound Pressure Level

- 30 ℃ ～ +60 ℃

65mA

Withstand Voltage

Rated Power
Consumption

RH type

No.RH-120AUL-W18C-1_2

yy

SPECIFICATIONS
[General Specifications] 

Model

50mA(Only RHB type)

RHBtype
12.0W 6.2W 6.5W
13.2W 6.4W

Rated Current

6.7W

Vibration Resistance
45m/s² 33Hz70m/s²  33Hz

More than 1MΩ at 500VDC between the terminals and the chassis

Mounting Location
Mounting Direction
Protection Rating

  VAC applied for 1min between terminals and chassis without breaking insulation

AC1500VAC1000V

Min.: 90dB (at 1m)

3340cd
0.4kg 0.6kg

 Spare Bulb

24V10W 12V5W

5200cd

Bulb

Luminous Intensityb (No

Base：BA15S / Bulb：G18
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 外観図面
Outer Dimension Drawing

パトライト
PATLITE Corporation
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