
[General Specifications]

Remarks
Comforms to the CE requirements

UL Listed  (File No.S24210)

Buzzer on

Rated Current

Consumption

Small Revolving Warning Light

3.5W or less 4.8W or less

Luminous Intensity

0.16A or less

0.28A or less 0.19A or less

Rated Power Consumption

RHEB-12UL RHEB-24UL

12V DC 24V DC

Operating Voltage Range

Model

Rated Voltage

10.8V DC ~ 13.2V DC 21.6V DC ~ 26.4V DC

Typ.88dB(Min.83 dB)

Red : 3000cd or more

Sound Pressure Level

Flashing Rate

Outer Dimensions Refer to the Outer Dimension Drawing

Insulation Resistance More than 1MΩ at 500 VDC between live part and non-current carrying metallic part

Yellow : 3000cd or more

Upright, lnverted and Sideways 

Protection Rating IP23(IEC 60529)  (IP55: with the rubber gasket SZ-200A)

Mass (Tolerance ±10%) 0.4kg

Blue : 2000cd or more

Vibration Resistance
Acceleration 70m/s

2

Frequency range 30Hz

EMC Directive (EN 61000-6-4, EN 61000-6-2)

RoHS Directive (EN 50581)

UL 1638, UL 464

Conformity Standards

Mounting Location Indoors

Withstand Voltage
500VAC applied for 1min between live part and non-current carrying metallic part

without breaking insulation

Mounting Direction

Environmental

Condition

Green : 2500cd or more
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Drawing No. Rev.

A

at 1m / A weighted sound pressure level

Measures in anechoic room of our company

The volume cannot be adjusted

0.25A or lessBuzzer off

Product Name

120 ±25 Flashes Per Minute

- 10 ℃ to + 50 ℃Operating Ambient Temperature
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PATLITE Corporation

株式会社パトライト
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