SPECIFICATIONS EERT
[General Specifications] Production end
Model SKHB-12A SKHB-24A SKHB-24AAC SKHB-100A SKHB-200A
24V AC 100V AC 200V AC
Rated Voltage 12V DC 24V DC (50/60H2) (50/60Hz2) (50/60H2)
Operating Voltage Range | 9V ~ 16V DC | 20V ~ 30V DC | 20V ~ 30V AC | 90V ~ 110V AC |180V ~ 220V AC
Power
Rated Current | Supply Wire 08A 05A 05A 65 mA 30 mA
Consumption Buzzer
Signal Wire S0 mA
Rated Power Consumption 102W | 132w 132W | 6.4 W | 6.7W
Operating Ambient Temperature -30°Cto+ 80°C -30°Cto+ 60°C
Operating Ambient Humidity | Less than 90 % (No condensation) Less than 90 % (No condensation)
Storage Ambient Temperature -30°Cto+ 80°C -30°Cto+ 60°C
Storage Ambient Humidity | Less than 90 % (No condensation) Less than 90 % (No condensation)

Mounting Location

Indoors and Outdoors

Mounting Direction

[Indoors] Upright ,Inverted and Sideways / [ Outdoors] Upright

Protection Rating 1P23 (IEC 60529)
Environmental .
Condition Upright only
Vibration Resistance _ 70 m/s? (JIS D 1601-1995) | 45 m/s? (JIS D 1601-1995)

Insulation Resistance

More than 1MQ at 500VDC between
the terminals and the chassis

The following voltage applied for 1min between

Withstand Voltage terminals and chassis without breaking insulation
1000VAC | 1000VAC | 1500V AC
Flashing Rate 170 + 25 Flashes Per Minute
Sound Pressure Level Min.: 90 dB (Sound Pressure Level is not controllable.)
Environmental
Condition atm
Bulb 2viow | 24viow | 24v1ow | 12V5W | 12V 5W
Base : BA15S /Bulb : G18
Luminous Intensity (No Globe)] ~ 8,000cd | 5200cd | 5,200 cd 3340cd | 3,340cd
Mass (Tolerance £10%) 0.4 kg 0.6 kg
Outer Dimensions Refer to the Outer Dimension Drawing
Conformity Standards EMC Directive (EN 6100064, EN 61000-6-2)]
RoHS Directive (EN 50581)
Remarks Conforms to the CE requirements =

[Model Number Configuration]

SKHB—L1—01
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@ Rated Voltage @ Globe Color
12A :12VDC R : Red
24A 24V DC Y : Amber
100A : 100V AC G : Green
200A : 200V AC B : Blue
24AAC : 24V AC P : Purple

No. SKHB-100A-W18F-1_2 |
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1L2(SKHB-12A/24LA)
1L0(SKHB-24AAC/100A/200A)
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Wiring Example

28 3.9 Position of Wire Exit
Position of T — Nameplafe SKHB/;iAA/AZCLA
Earth Terminal &iQ}O ~~ & (For DC type) /26 AAC

Only SKHB-200A [T
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Exfemal Contact for Buzzer
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‘ \ External Confact for Revolving Light
‘ . SKHB-100A
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Ex erna Confact for Buzzer
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Installafion Haole :ﬁ) Eﬁgﬁry
- < 506! SKHB-200A
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C | — ’J&@ Nameplate

— ‘ \— | | (For AC type)
= T \Nameplate Dimension of Installation [T

Earth Terminal C T = J T (Notes]
Only SKHE-2004 % = ) 4:& 3-M5 1. The posifion of the Nameplafe should nof be same i
. (4.3X6.6] depending on the tightening condition of the dome. <[l i Hernal Confact for Buzzer
2. It is necessary to make a wiring hole more than & 30mm mfi{?
| AVCTFK 07502 for the plug passing through {100V type only). Black r ‘510 Pover
(For SKHB-100A) 3. Connect the Earfh ferminal located on fhe bottom of fhe White =~ O) Supply

—__ From wire exit 300£30 ‘ ‘ SKHB-200A to earth ground with an O-ring terminal(M&). External Confact for Revolving Light
(4.3X6.6)

From wire exit 31030 (2.) (For SKHB-200A) Dome - AS{Red, Amber Green Blue Perple)

5 0-Ring - 1 NBR(Black) DC type only
=" L Bulb - 1 | (Refer to Specifications)
= ‘ ‘ VCTFK 0.75mm? 3 Reflecfor - w PC(Aluminum coating)

2 1

1 1

Bracket - ABS(Black)

EL AVS 0.5mm? H= WRB mEI1-F HE| MK & TR & WIE LE
L From wire exit 300430 (For SKHB—WOOA/ZOOA(BUZZEF cable)) No. Parf Name Part No. Qfy.| Maferial & Size & Finish | Remarks
j $2.1) AEEE
—_— Outer DlmenS|on_DraW|ng
= AVS 0.5mm2 #stai /NI

| From wire exit 300:30 (For SKHB-12A/2LA/24LAAC) PATLITE Corporation

= Dimensions SKHB~100A-W18F~2 2
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