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Installation Hole Diagram

LQ7
390 [Specifications]
13.7
307 = Model S/-330KP
Mass 3709 (Including Accessories)
G:j] @ @ @ Mounting Direction All Directions
A : — Mounting Location Indoor Use Only
8 ) Profecfion Rafing IP66F/6TF (JIS C0920)
~ o o I S R I R | @Ai Vibration Resistance 19.6 m/s?
L Operating 40T fo +60C
N 1 P Temperature Range (RH90% or less, No Condensation)
i) @ .\ @ @ Corresponding Model CLK3S-24AG-CD - CLK3S-24AG-CN
I : Conformity Standard| RoHS Directive (DIRECTIVE 2002/95/EC)
% |t Is recommend to noft use in applications in which oil and/or water
can collect, when fthe affachment direction Is facing upwards.
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LED Work Light mounting example CLK3S-24AG-CD/CN
(CLK3S-24AG-CD/CN)
kg
1. The mounfing surface should be sufficiently strong with a board fthickness
390:0.2 w of no more than 5mm.
382+8é§ Proper waferproofing will nof occur if the panel becomes loose,
/::777477m4“W477747hu;w74777477“4“”4777ﬁ:g;:7 77777777777777777777777777777 ::e 6 | Binding head screw 8 SUS304 , M4X 8
\J( | N | 5 0-ring 6
} \ ! L |Sockef Button Head Cap Screw 6 SUS304 , M5x 12
S 2g | | | with Flange
S T —————~ e — 3 | Waterproof sheef 1
~ | L-R5 | | 2 CLK-001 2 SUS30L | t15
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N P No. Part Name Part No. Qfy.| Maferial & Size & Finish | Remarks

6-M5 Tapping

SZ-330KP Dimensions
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