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LED Work Light

CWF

Ambient
Temperature

Ambient
Temperature

(DC model) (AC model)

Model Number Configuration

CWF!%S-24-CD

O] @ ®

® Length

*1.AC Type

3=300mm
6 =600mm
9 =900mm*'

only

@ Rated Voltage / Standards
24 =24V DC / UL, CE*
M2U = 100-240V AC / UL

2.CWF type only

® Luminous Color
CD = Daylight

CWF Standard Mounting Bracket (2 pcs)

LED Work Light

Dimension A

Dimension B

_

Model Number DimensionA  Dimension B
CWF3S-[]-CD 300 260
CWF6S-[]-CD 600 560
CWF9S-[]-CD 900 860

(62)

Mounting Rail || ={

N
~

Bracket Surface C

Bracket Surface A

Optional Parts

Bracket Surface B

Product Description

For details refer to P. 93 to P. 98

Model Number

Swivel Bracket

CWF-001

Magnetic Mounting Bracket

CWF-002

Specification

_ Length
Description Voltage Type g
600mm
DC 165Ix 320Ix -
llluminance (@1m, center, typical)
AC 150Ix 320Ix 445Ix

Product List

Model Number Rated Voltage Luminous Color Power Consumption Mass
CWF38-24-CD 24V DC Daylight 5W 0.42kg
CWF6S-24-CD 24V DC Daylight 10W 0.57kg
CWF3S-M2U-CD 100-240V AC Daylight 5W 0.53kg
CWF6S-M2U-CD 100-240V AC Daylight 10W 0.68kg
CWF9S-M2U-CD 100-240V AC Daylight 15W 0.84kg




LED Work Light

C L A - A
CLA-CD (Daylight; 6800K)
E RoHS U L IP Indoor MDu‘n\lIiilg 1o
¢ 10 67 Use R pirections
B Ny

- Ambient
Daylight B remperature

Amber § 40-+60C

CLABS-24A-Y (Amber)

Signal Tower

Model Number Configuration

@ Length @ Luminous Color @ Cable Length
‘ I A1 S -2 4A- ‘ D - 3 0 1=100mm CD = Daylight Blank =0.5m
2=200mm Y = Amber 30=30m

‘ ‘ 3=300mm * -Y: 300mm only
6=600mm
@ @ @ 9=900 mm
12=1200 mm
Dimensions (mmj Optional Parts For details refer to P. 93 to P. 98

Dimensions A
Dimensions B
Dimensions D
Dimensions E

Product Description Model Number

(30)

Cube Tower

o Rear mounting (M4 screws not included) SZ-310AR
) Minimum bending radius 24mm
Wiring Example Rear mounting (Magnetic) SZ-310ARM
Cable outlet
. t:gl 5 Side mounting (M4 screws not included) SZ-310AS
’ . . SZ-310ASB
Side mounting (M4 screws not included) (Compatible with CLB-24N series)
Dimension A Dimension B Dimension D Dimension E Numhﬁéolf Bgackets
Full Length  Length of lluminated Aea  Recommended Mounting Pitch (SZ-310AR) Steel rear mounting bracket (Screws not included) SZ-310EU
CLA1S: 124 100 4 — 2 Note: Take care to prevent the magnet (SZ-310ARM) from falling.
CLAZS- 224 200 174 — 2 Use screw-on type brackets for permanent installations.
CLASS- 324 300 274 — 2
CLABS- 624 600 574 — 2
CLASS- 924 900 874 290 4
CLA12S- 1224 1200 1174 390 4

Specification

Length of llluminated Area

Description Distance
200mm 300mm (CD) 300mm (Y) 600mm
AL0.3m - - - - 1,4251x 1,5751x 1,6001x
llluminance AL0.5m 1401x 270Ix 400Ix 220Ix 650Ix 810Ix 890Ix
(Center, typical)
At 1.0m 35Ix 70Ix 1051x 60Ix 200Ix 280Ix 3401x

Product List

Model Number IIIurh?:agl‘gdolf\rea Luminous Color ~ Rated Voltage Cable Length (:onl;?lm‘:)r!ion (0_5mag:h|e) (3.nma(§ashle)
CLA1S-24A-CD(-30) 100mm Daylight 24V DC 0.5m /3.0m 2.5W 0.08kg 0465kg
CLA2S-24A-CD(-30) 200mm Daylight 24V DC 0.5m/3.0m 5w 043kg 0.215kg
CLA3S-24A-CD(-30) 300mm Daylight 24V DC 0.5m/3.0m 5.7W 048kg 0.265kg
CLA3S-24AY 300mm Amber 24V DC 0.5m 5.7W 048kg -
CLAGS-24A-CD(-30) 600mm Daylight 24V DG 0.5m /3.0m 11.6W 0.34kg 0.425kg
CLAGS-24A-CD(-30) 900mm Daylight 24V DC 0.5m /3.0m 17.3W 0.5kg 0.585kg
CLA12S-24A-CD(-30) 1200mm Daylight 24V DC 0.5m /3.0m 23W 0.66kg 0.745kg

LAN/USB/
PoE / Wireless

Beacons

Audible Alarms
and MP3 Voice
Annunciators

Hybrid Signaling
Devices

Optional Parts
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LED Work Light

CWA

mbient
Temperature

2000006
i Amb

Model Number Configuration

e

ﬂj‘ll

bt

by

® Length @ Connector @ LLuminous Color
CWA3 S - 2 4 - C D 3=300mm S = Side-exiting Cable CD = Daylight
6 =600mm
9=900mm (® Rated Voltage
24 =24V DC
Dimensions (mm)
Dimension A
Dimension B Mounting Brackets
: :%%
3
) )
Cover Bracket 5.
Material: Stainless Steel
& &

Model Number Dimension A Dimension B

CWA3S-24-CD 315.5mm 300mm
CWABS-24-CD 621.0mm 600mm
CWA9S-24-CD 916.5mm 900mm

Specification

Description

Cable Length 1000
—_—
From wire exit

Holding Brackets

llluminance (@1m, center, typical) 110Ix 220Ix 330Ix
Product List
Model Number Rated Voltage Luminous Color Power Consumption Mass
CWA3S-24-CD 24V DC Daylight 5W 0.215kg
CWABS-24-CD 24V DC Daylight 10W 0.37kg
CWA9S-24-CD 24V DC Daylight 15W 0.53kg




LED Work Light

CLK/CLK-

(AG type only)

Ambient

Temperature Jj  Davlight

Natural White

-40°C-+60C

C: M12 Connector Type

CLK2S-24AAG-CD

Model Number Configuration

CLK3C-24AG-CD
B | |

LAN/USB/
PoE / Wireless

Signal Tower

O] @ ®

@ Material
AG =Body: Aluminum
Lens: Tempered Glass
SG =Body: Stainless Steel
Lens: Tempered Glass
SA =Body: Stainless Steel
Lens: Acrylic Resin + PET Film + Tempered Glass

® LLuminous Color
CD = Daylight
CN = Natural White (3C only)

@ Length

2C =200mm, M12 Connector
3C = 300mm, M12 Connector
3CL =300mm, Daisy Link

6C =600mm, M12 Connector
6CL =600mm, Daisy Link

S: Cable Type

Beacons

Cube Tower

CLK3S-24AAG-CD
e | |

@

@

®

Audible Alarms
and MP3 Voice
Annunciators

Hybrid Signaling
Devices

@ Length @ Material ® Luminous Color

28 =200mm AG = Body: Aluminum CD = Daylight

3S =300mm Lens: Tempered Glass CN = Natural White (3S only)
6S =600mm

Product List

Length of

Rated : Body o . Power
Model Number Voltage Illu?rlg:ted Material Wiring Type Luminous Color Consumption Mass
CLK2C-24AG-CD+FL005 24V DC 200mm Aluminum Tempered glass M12 connector Daylight 8.4W 0.526kg
. CD: Daylight
CLK3C-24AG-CD/CN 24V DC 300mm Aluminum Tempered glass M12 connector ; . 12.5W 0.676kg
CN: Natural white
. Acrylic resin . .
CLK3C-24SA-CD/CN 24V DC 300mm Stainless + PET film M12 connector CD: Daylight 12.5W 1.450kg
steel CN: Natural white
+ Tempered glass
CLK3C-24SG-CD/CN 24V DC 300mm Stainless Tempered glass M12 connector CD: Daylight 12.5W 1.490kg
steel CN: Natural white
CLK3CL-24AG-CD 24V DC 300mm Aluminum Tempered glass M%;g;‘ﬂﬁitor Daylight 12.5W 0.676kg
. Acrylic resin
CLK3CL-24SA-CD 24V DC 300mm Stainless + PET film M12 connector Daylight 12.5W 1.450kg
steel Daisy link

+ Tempered glass

88

Optional Parts
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Product List

Model Number

Rated
Voltage

Length of
Illuminated
Area

Body
Material

Power

Consumption ~ Mass

Luminous Color

Wiring Type

CLK3CL-24SG-CD 24V DC 300mm Stainless Tempered glass M12 connector Daylight 12.5W 1.490kg
steel Daisy link
CLKBC-24AG-CD 24V DC 600mm Aluminum Tempered glass M12 connector Daylight 25W 1.222kg
CLKBCL-24AG-CD 24V DC 600mm Aluminum Tempered glass M%;‘S’;‘ﬂﬁﬁt‘” Daylight 25W 1.222kg
CLK2S-24AAG-CD 24V DC 200mm Aluminum Tempered glass 0.5m cable Daylight 8.4W 0.526kg
) CD: Daylight
CLK3S-24AAG-CD/CN 24V DC 300mm Aluminum Tempered glass 0.5m cable K . 12.5W 0.676kg
CN: Natural white
CLKBS-24AAG-CD 24V DC 600mm Aluminum Tempered glass 0.5m cable Daylight 25W 1.222kg

Optional Parts For details refer to P. 93 to P. 98 Specification

Product Description

Outer mounting bracket

Model Number

CLK-001

Swivel bracket

SZ-320KS (1 pair)

llluminance
(Center, typical)

Luminous Segment Length

Description Distance
200mm 300mm 600mm
At 1.0m 820Ix 1,200Ix 2,100Ix
‘ At 2.0m ‘ 200Ix ‘ 300Ix ‘ 5801x ‘

S-AG/C-AG specifications

Dimensions C

Dimensions B

Dimensions A

T

{7

it

%
O 9 5 8

2-52x7.2

255,

S

ATy

Cord outlet 500

S specifications

60

&[Hj e
Luminous Segment | DimensionsA | DimensionsB | Di C | ¢ }
200mm 250mm 274mm 290mm ‘*LHJ <)
300mm 350mm 374mm 390mm m
600mm 650mm 674mm 690mm Outer mounting bracket
— (Sold separately)
C-SG specifications 350 7 ")
© | 0 o]
g 15
= = | @ 2:unused 124N
| }
‘ 376 f|3 \@P‘aﬁ 3N 4:unused
Pin layout
4-055 360 (3 M12 Connector
5
i jgég o o o Lﬁp
L g Hﬂ o o o m%%@

S specifications
Mifimum bending i
radius 24mm
Luminous Segment Length ~ Luminous Segment Length Wiring Example
200mm 300mi
C specifications
p 2 unused 14N
T E 3N E@iA unused
|| Pin layout
3 M12 connector plug
CL specifications @ "
L 2unsed 5 ',1% quwsd
4:unused, 30Ut o . 3N 4: unused
Pin layout Pin layout
M12 connector socket M12 connector plug
*Caution®

Please waterproof and oil-proof the end of the cable if it will come in contact with water or be in
a low temperature environment.



LED Work Light

26000208
i b

Ambient
Temperature

CWK2S-24-CD
7] |

©

@

@ Length @ Connector Type @ LLuminous Color
2=200mm S =Side-exiting Cable ~ CD = Daylight
3=300mm
6=600mm ® Rated Voltage

24 =24V DC

Dimension A - 60 - $4.2x5.2
Dimension B e 5 =
Dimension C 255 {Pi
2
b ol I
i Q o s o 4
Nis o]

Dimension A DimensionB Dimension C
Mounting

Model Number

Overall

Body Length

:‘::// @©
~
Thickness:1.5

Optional Parts For details refer to P. 93 to P. 98

4-95.2x7.2

Length Pitch
CWK-25-24-CD 290mm 274mm 250mm Product Description Model Number
CWK-3S-24-CD 390mm 374mm 350mm
Swivel Bracket SZ-320KS (1 pair)
CWK-6S-24-CD 690mm 674mm 650mm

Specification

Description

lluminance (@1m, center, typical)

600Ix 850Ix 1500Ix

Product List

Model Number Rated Voltage Luminous Color Power Consumption Mass
CWK28-24-CD 24V DC Daylight 8.64W 0.6kg
CWK3S-24-CD 24V DC Daylight 11.52W 0.75kg
CWK6S-24-CD 24V DC Daylight 23.04W 1.23kg

90

Cube Tower Beacons Signal Tower LAN/USB/
PoE / Wireless
Annunciators

Audible Alarms
and MP3 Voice

Hybrid Signaling
Devices

Optional Parts
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LED Work Light

CLN-A

Ambient
Temperature

Directions J§-40C-+60'C

DOOZD

Model Number Configuration

CLN-24A-CD-$

Dimensions (mm)

Tilt Type

Indoor
Use

Pan/Tilt Type

® Mounting
T=Tilt Type
PT =Pan/Tilt Type

@

aTiltonly (T type)

mPan/Tilt (PT type)

Mounting dimensions (T type)

185 ) » ’<¢>4 Light-emitting component N 6.5
Light-emitting component i ‘ =}
~EY [T |
N S J
™ H NG
Body N &
N — S TN
o|® Cable gland QT 3-96.4
[Cable specifications] [Cable specifications] 26 Mounting pitch
AWG22x2 core — 2 622x2 core 435
R 3000mm - S| 3000mm :
i —
v K — R Mounting dimensions (PT type)
\ Tilt bracket . . ) Tilt bracket
Direct mounting service hole 6.5
(2-M5, 16 pitch) g
‘ Mounting pitch (2-M6, 26 pitch) ‘ Mounting pitch (2-M8, 45 pitch) ‘ -
: =
M Tilt only (T type) M Pan & Tilt (PT type) Q L] J/Lil\e @:0
q‘gg‘s”"e”‘ angle Adjustment angle . ol 8 @ 4-96.5
180 © =1L
: N A
B i ) @
Mounting pitch [145
Adjustment angle 120° 064
Can tilt 180° and can be Can tilt 180° or rotated 120° to fit any application.
folded to 33mm for Can be folded to 43mm for easier installation.
easier installation.
Product List
Model Number Rated Voltage Luminous Color Power Consumption Mass
CLN-24A-CD-T 24V DC Daylight 4.2W 0.39%kg
CLN-24A-CD-PT 24V DC Daylight 4.2W 0.46kg

Specification

Description

Distance

llluminance (Center, typical)

At 1.0m

820Ix

At2.0m

200Ix




LED Work Light

CLE

RoOHS
BOGE

Model Number Configuration

Mounting dimensions

o
Al

s

Product List

Indoor/

Ambient
Temperature

(60)
.35

<

|

»7 50+5
From power line outlet 1400

The body is connected to the negative side of
the power supply. When mounting to a positive
ground device, insulate the mounting bracket.

CLE-24N (Narrow Angle Type)

® Rated Voltage
24 =24V DC

@ Irradiation Type
Blank = Wide Angle Type
N = Narrow Angle Type

Luminous Intensity

Blank: 25cd or more
N: 160cd or more

Model Number Lens Rated Voltage Power Consumption Mass
CLE-24 Translucent 24V DC 1.3W 0.3kg
CLE-24N Clear (narrow angle type) 24V DC 1.3W 0.3kg

92

Cube Tower Beacons Signal Tower LAN/USB/
PoE / Wireless
Annunciators

Audible Alarms
and MP3 Voice

Hybrid Signaling
Devices

Optional Parts





